
Purpose: 
The Bridge Mount is a device mount for radio studios, designed to 

connect directly to Mika System poles from Yellowtec with no 

additional hardware needed.  It can be used with our Howler 

Monkey Pro Headphone Amplifier (Part Number N24-HP20-0), 

small cameras, small studio lights, or any device supporting a ¼"-20 

type mounting point. The Bridge Mount also includes an optional 

hanger for headphones

The Bridge Mount was specifically designed to mount in the slot of a 

standard Yellowtec m!ka System Pole.  Made from strong 12 gauge 

5052 Aluminum with a durable powder-coat finish, the Bridge Mount 

is designed for a long service life,  and can support items up to 

20lbs (9kg).  The padded extended bolt acts as a hanger for 

headphones so they don’t clutter up the table when not in use.

Find more information and installation examples at www.notabotyet.com

BRIDGE MOUNT

Articulating Camera Mount 

for Slotted Poles

Part# Y25-B01-0

Compatable with “m!ka System” Poles

Installation:

Included in the kit:
• 1 Complete Bridge Mount Assembly

• 1 5mm Hex Wrench

• 1 Hex End Cap

• 1 Hole Plug

• 1 20mm M6 Bolt

Bridge Mount with Howler Monkey Pro 

Mounted with Headphones

Step 1: Remove From packaging

Step 2: Loosen Bolts slightly to give space for T-Nuts to slip 

onto m!ka pole. (They are slightly tightened for shipping)

Step 3: Clear the top of the Pole, exposing the 

slots.

Remaining steps on next page...



Find more information and installation examples at www.notabotyet.com

BRIDGE MOUNT

Step 6: Using the 5MM allen 

wrench, tighten the bottom bolt 

to a snug fit (do not 

overtighten).

Step 5: Using the 5MM allen 

wrench, tighten the top bolt to a 

snug fit (do not overtighten or 

you may damage the aluminum 

m!ka pole).

Step 7: Use the thumb screw to 

attach your accessory.

Congratulations, you have successfully 

installed the Bridge Mount.  Enjoy!

Step 4: Insert the mount in the pole T-slot.  This may take some effort 

as we made the fitting tight to avoid movement when installed.  Adjust 

to the desired location on the pole.

Step 4: Insert the mount in the pole T-slot.  This may take some effort 

as we made the fitting tight to avoid movement when installed.  Adjust 

to the desired location on the pole.

Hex Head Covered.  See Page 3 for guide 

to remove Headphone Hanger Bolt.

Step 8: Install the supplied end 

cap to cover the hex head of the 

Headphone Hanger Bolt.
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Find more information and installation examples at www.notabotyet.com

BRIDGE MOUNT

Optional Removal of Headphone Hanger Bolt:
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Step R1: Loosen the bolt from the T-Nut holding 

it in place. (Do not loose the T-Nut)

Step R3b: 20mm Bolt installed along with 

existing 20mm bolt.  Tighten as needed 

when installed on Pole.

Step R2: Remove the washer and hex nut from the bolt.  

Save the Washer and store the hex nut in case you 

want to reinstall the bolt later.

Step Ra3: Insert the supplied 20mm M6 

Hex Bolt along with the washer from step 

R2.  Screw Bolt into the T-Nut.

Step R4b:  Bolt hole insert installed. 

Mount is ready for use!
Step R4a:  Install supplied hole insert into 

the open bolt hole.
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